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 : 

 : 

 : 7
 : 
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( RS-232 / Keyboard wedge / USB )
(MTBF) : 50,000

( )

 : 
(1)  : 1,000,000 
(2)  : 320,000  (90 )
(3)  : 1.5  ( )
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POS



AS-8020CL AS-8000
AS-8000

AS-8020CL

AS-8020CL

27
 AS-8020CL

AS- 8020CL

AS-8520
( 4 5 0 / )

(40mil 110 )
AS-8520

100 Argox

IP42 AS-8520

AS-8520

AS-8020CL

AS-8520

> AS- 8020CL > AS- 8520



630nm 

300  /  

30% 

UPC-A, UPC-E, EAN-13, EAN-8, Code-39,  
Interleaved 2 of 5, Code-128, Code-93, Code-11, 
MSI/Plessy, UK/Plessy, Standard 2 of 5, RSS

PDF-417, Micro-PDF417, Code 16K

AS- 8020CL

 ( CCD ), 2048 

27  ( Code39, PCS=90%, 20mils )

4mil ( 4mil = 0.1mm ) @ code39, PCS=90%

60°  60°  75°

AS- 8520

60  ( Code39, PCS=90%, 20mils )

4mil ( 4mil = 0.1mm ) @ code39, PCS=90%

60°  60°  75°

7 7 

RS-232, Keyboard wedge, USB ( RJ45  ) RS-232, Keyboard wedge, USB ( RJ45  )

100 100 

GFSK Modulation
2.4 ~ 2.483 GHZ
100mw  Adaptive Frequency System

GFSK Modulation
2.4 ~ 2.483 GHZ
100mw  Adaptive Frequency System

7.5 (   )  x 18.7 (   )  x 4.4 (   ) 7.8 (   )  x 16.4 (   )  x 3.5 (   )

200  (  ) 250  (  )

7 7 

ABS (  ) ABS (  )

5VDC /  0.5V 5VDC /  0.5V

290mA @ 3.7V 250mA @ 3.7V

32mA @ 3.7V 50mA @ 3.7V

2mA @ 3.7V 2mA @ 3.7V

1000mAH  
( 15 ,000 16  )

0° C to 50° C 0° C to 50° C 

-20° C to 70° C (  ) -20° C to 70° C (  )

1000mAH  
( 15 ,000 16  )

1.5  ( 0.9  ) 1.5  ( 0.9  )

 45 ,000  70 ,000 

 ( Flash ROM )  ( Flash ROM )

 2  (  )  2  (  )

IP42 IP42

P C S 

630nm 

 ( CCD ), 2048 

450  /  

30% 

UPC-A, UPC-E, EAN-13, EAN-8, Code-39,  
Interleaved 2 of 5, Code-128, Code-93, Code-11, 
MSI/Plessy, UK/Plessy, Standard 2 of 5, RSS

PDF-417, Micro-PDF417, Code 16K

T3A078 T3A078


